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• Pick-up: 1¼" x 5½" x 9½" Oblong Ring (I.D.)

• Bearing Lines: 7/8" x 5½" O-Ring (I.D.)
• Safety Shackle: 5/8" Galv. / Stabilizer Connection 2 ea.

NOTES: X-871-10 & 12 Rings & Shackles

MODEL-800 SERIES DIMENSIONS
X-871 X-870 X-816 X-840

A 22' 18' 13' 18'

B 2'6" 2'6" 2'6" 2'6"

C 9' 9' 9' 9'

D 34'5" 30'5" 25' 30'5"

E 60" 60" 60" 48"

F 72" 72" 72" 60"

G 11' 9' 7'7" 9'

X-871-6 X-871-8 X-871-10 X-871-12
A 22' 22' 22' 22'

B 3' 3' 3' 3'

C 9' 9' 9' 9'

D 35'2" 35'2" 35'2" 36'

E 72" 81.5" 81.5" 108"

F 84" 93.5" 93.5" 120"

G 11' 11' 11' 11'
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STABILIZER EXTENDED WITH SAFETY LOAD LINE

SAFETY SHACKLE ½" GALV.

SAFETY SHACKLE ½" GALV.

1½' X 26 O.D. ALUM. RING / TYPE 6063T6

4" ETHAFOAM PADDING WITH 10OZ. YELLOW VINYL COVER

¾" DIA. PREMIUM POLYPROPYLENE BLEND ROPE: 9,950LBS. MINIMUM STRENGTH

18OZ. ORANGE VINYL DECK “COVER”

6" ETHAFOAM PADDING WITH 18OZ. ORANGE VINYL COVER

¾" DIA. ULTRABLU DECK NETTING

1½" C/S PIPE - SCH - 40 BOTTOM RING 
PAINTED WITH PROTAKTO PIPE COATING
4" X 3½" RUBBER FEET

 DIA. GALV. CABLE / TYPE 115-HT-HT / SWL 2.8 TON @ 90 DEGREES

6 X 37 - EIP IWRC RR

5/8"

 CROSBY RING / WORKING LOAD LIMIT: 5,600 LBS.7/8" X 5½"

 X 4" CROSBY RING / WORKING LOAD LIMIT: 7,200 LBS.7/8"




